
Thermal insulation and curtain wall

750 mm

Szerevénybolt Kft.

Tel.: +3662573330

info@sixbau.hu

L W thickness to order only avaiable

x 750 600 50 0,45 6,75 Y € 3,3

x 750 600 60 0,45 8,1 Y € 3,4

x 750 600 70 0,45 9,45 Y € 3,8

750 580 80 0,435 10,44 Y € 4,5

750 580 90 0,435 11,745 Y € 4,9

750 580 100 0,435 13,05 Y € 5,4

750 580 110 0,435 14,355 Y € 6,0

750 580 120 0,435 15,66 Y € 6,8

750 580 140 0,435 18,27 Y € 7,7

750 580 150 0,435 19,575 Y € 8,5

750 580 160 0,435 20,88 Y € 8,7

750 580 170 0,435 22,185 Y € 9,3

750 580 180 0,435 23,49 Y € 9,8

750 580 190 0,435 24,795 Y € 10,4

750 580 200 0,435 26,1 Y € 11,3

Price in euro

(€/pc)

SixBau Green  thermal insulation panel and curtain wall 50
SixBau Green  thermal insulation panel and curtain wall 60
SixBau Green  thermal insulation panel and curtain wall 70

Name
groove 

design

Size (mm)

Area (m2)

Approved 

weight

(kg/pc) 

Remark

SixBau Green  thermal insulation panel and curtain wall 200

SixBau Green  thermal insulation panel and curtain wall 140
SixBau Green  thermal insulation panel and curtain wall 150
SixBau Green  thermal insulation panel and curtain wall 160
SixBau Green  thermal insulation panel and curtain wall 170
SixBau Green  thermal insulation panel and curtain wall 180
SixBau Green  thermal insulation panel and curtain wall 190

SixBau Green  thermal insulation panel and curtain wall 80
SixBau Green  thermal insulation panel and curtain wall 90
SixBau Green  thermal insulation panel and curtain wall 100
SixBau Green  thermal insulation panel and curtain wall 110
SixBau Green  thermal insulation panel and curtain wall 120

x  Non groove design with groove designTechnical specification:
Tecnical specifications:
Resistance to fire: E 90, EI 60
Reaction to fire: A2-s1, d0
Apparent density: 300 kg/m3 ± 10%
Water vapor permeability µ:  7-9

NMÉ:
A-133/2014

CPR:
20-CPR-82-(C-31/2014)

Valid from 2021.12.01


